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- ruggedly welded frames

Shop presses

Series WPP - Hydraulic shop presses

WPP 10 TE, WPP 20 E, WPP 30 E

perfect for the versatile use in the craft
and for repairs, in schools, training
workshops, garages, shops, agriculture,
forestry and gardening

- the efficient design of the series offers an

optimum price performance ratio
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WPP 10 TE

- table press: comfortably useable on tables or
workbenches due to its little height
ruggedly welded frame with
perforation: three-step height adjustable press
table including locking pin
built-in hydraulic pump: manual pressure built-
up by actuating the pump lever

- standard integrated return spring allows

more working space

- safe working method: it is

possible to stop the piston in any
position
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WPP 20 E

ruggedly welded frame with

perforation: ten-step height

adjustable press table including locking pin
built-in hydraulic pump: manual pressure built-
up by actuating the pump lever

including manometer to read the press pressure
laterally shiftable cylinder

including manometer to read the press pressure

- three-step height adjustable press table inclu-
ding locking pin

Model WPP 10 TE WPP 20 E
Item No. 630 0011 630 0020

€ plus VAT 289.00 699.00
Technical data

Compressive force 10 to 20to

Foot Width x Depth (A xB) 580 X 500 mm 810 X 700 mm
Total height (C) 1080 mm 1790 mm
Frame height (D) about 1000 mm 1805 mm
Interior width (E) 340 mm 550 mm
Working range F-G 0-340 mm 54 - 1044 mm
Piston lift 180 mm 190 mm
Working pressure - -

Weight 50 kg 120 kg

WPP 30 E

ruggedly welded frame with perforation: ten-
step height adjustable press table including
locking pin

- including laterally shiftable cylinder and mano-
meter to read the press pressure
piston feed optionally actuated by hydraulic
hand pump or pneumatic pedal

- compressed air connection for
working pressure from 7.5 to 8.5 bar

WPP 30 E
630 0030
999.00

30to

826 x 560 mm
1545 mm

1975 mm

550 mm
51-1131 mm
150 mm

7.5 - 8.5 bar
171 kg

C € Built according to CE directives
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Shop presses Werkstatttechnik

Hydraulic shop presses
WPP 50 E, WPP 75 E

- hydraulic hoses and
connections according
DIN 20066

WPP 75 E E

WPP 50 E WPP 75 E
- eight-step height adjustable press table - nine-step height adjustable press table
including locking pins including locking pins
- with laterally shiftable cylinder - two-step hydraulic hand pump
- including manometer to read the press - including laterally shiftable cylinder
pressure - including manometer to read the press
piston feed optionally actuated by hydraulic pressure
hand pump or by pneumatic foot pedal - piston feed optionally actuated by hydraulic Accessory
hand pump or by pneumatic foot pedal 8-piece pressure mandrel kit with perforated plate
for capacaty up to 20 t.; Art.-Nr. 630 0001, 59,00 €
plus VAT
-
f1— - 5
Model WPP 50 E WPP 75 E r:' CDTI
Item No. 630 0050 630 0075
€ plus VAT 1’769.00 2°499.00 L@?’@J 3
Technical data
Compressive force 50 to 75 to old |° E 9
Foot width x depth (A xB) 1030 X 800 mm 1140 X 800 mm o o F
Total height (C) 1859 mm 1853 mm o °
Frame height (D) 1904 mm 1940 mm o °
Inner width (E) 730 mm 800 mm o o
Working range F-G 68.5 - 1048.5 mm 68 - 884 mm o ©
Piston lift 200 mm 250 mm o ©
Working pressure 7.5 - 8. bar 7.5 - 8.5 bar 11 S
Weight 302,4 kg 451 kg | {

C € Built according to CE directives 21
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Sho p presses Metallbearbeitungsmaschinen

Please find other shop presses at Metallkraft:
Hydraulic shop presses for professional use

- European manufacture - WPP 30 with rigid piston and hand lever bolts and others imperatively use optional

- pressure built-up manually by pump lever - automatic return of piston perforated plates

- chromed cylinder piston - automatic switch-over from accelerated idle - WPP 50 M: heavy massive hydraulic column
- WPP 15 T and WPP 15 with hand lever running speed to slow working speed of piston shop press with double acting cylinder,

- WPP 15: column shop press, rigid piston - press pressure readable on the manometer pressure built-up via electrical pump

- WPP 15 T: table press with mobile piston - including overload protective valve - WPP 30, WPP 50 BK and WPP 50 M including
- WPP 20 BK and WPP 50 BK with manual lever - incl. two part prism kit for round material winch to lift and lower the table

and foot pedal and mobile piston - to process flat materials , pressing in bearings,

s

WPP 15 WPP 30 WPP 20 BK WPP 50 BK
Technical data WPP 15T WPP 15 WPP 20 WPP 30 WPP 20 BK WPP 30 BK WPP 50 BK
Height 1310 1930 2030 2060 1750 1920 2000
Depth 500 650 650 650 650 650 650
Interior passage width 570 550 620 700 690 790 790
Height passage min. 75 85 65 115 - - -
Height passage max. 460 950 1030 1020 950 1030 1000
Piston lift 150 160 160 160 160 160 150
Width including pump 930 920 940 1120 1010 1240 1400
Capacity 15 t 15 t 20t 30t 20t 30t 50t
Weight 105 kg 150 kg 165 kg 230 kg 210 kg 280 kg 360 kg

Motor and hand-operated
professional shop presses

Serial:

- equipped with motor

- stable frame made of high quality profile steel

- chromed, hardened and tempered piston with
unscrewable bottom

- the hydraulic system is working extremely
precisely when operated electrically or manually

- working table height is adjustable by means of
hydraulic cylinder

- automatic piston return WPP 60 MVZ WPP 100 MVZ WPP 160 MVZ
Technical data WPP 50 M WPP 60 MVZ WPP 100 MVZ WPP 100 MVZ WPP 160 MVZ WPP 160 MVZ
D 1500 D 1500
Height 2290 2040 2110 2110 2193 2193
Depth 650 900 900 900 1100 1100
Interior passage width 790 750 920 1500 1100 1500 Magnetbonemaschinen
Height passage min. 65 201 174 174 203 203 S
Height passage max. 1050 750 750 750 750 750 P e
Piston lift 250 400 400 400 400 400 Prfischeren
Width including pump 1350 1485 1655 2240 1905 2350 m
Width of working table 300 360 360 410 410 B
Capacity 50 t 60t 100t 100t 160 t 160t Please find prices as well as
Feed speed 20 mm/s 9.2 mm/s 9.2 mm/s 9.2 mm/s 8.9 mm/s 8.9 mm/s other information in the free
Motor power 1.5 kW 1.5 kKW 2.2 kW 2.2 kW 3.0 kW 3.0 kW of charge Metallkraft catalo-
Current connection 50 Hz 230/400V 400V 400V 400V 400V 400V gue and in the Internet
Weight 420 kg 685 kg 955 kg 1240 kg 1575 kg 2045 kg under www.metallkraft.de

C € Built according to CE directives




Are you interested in other products?
Please contact your specialist dealer!
He will inform you about our trade marks:

AIRCRAFT compressed air
technique for craftsman
and professional

Wi War TECNOMAX
HOLZKRAFT
wood working
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HOLZKRAFT _ ‘T A

fire wood preparation — » k
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OPTIMUM' OPTIMUM

MASCHINEN - GERMANY metal-working

METALLKRAFT
metal-working

SCHWEISSKRAFT
welding technique for
professionals

ﬂasl:hwe'ﬂlﬂaft

Please find other machines in our main catalogues

and on our websites!




Are you interested in other products?

www.holzkraft.de

www.optimum-maschinen.de
www.quantum-maschinen.de

www.aircraft-kompressoren.de

www.schweisskraft.de

www.metallkraft.de

www.holzstar.de

Your specialist dealer:

SAunicraff

Werkstatttechnik

With publication of this price catalogue any
previous lists become void.

The prices are without commitment in Euros,
plus the legally valid VAT, plus forwarding
charges, transport charges and if required
charges for unloading.

We do not take liability for misprints, errors or
incorect descriptions.

We reserve the right of technical and optical
modifications.

Illustrations partially including optional
accessories.

Delivery will only take place according to our

Sales Germany:

UNICRAFT® Werkstatttechnik
Dr.-Robert-Pfleger-Str. 26
D-96103 Hallstadt/Bamberg
Phone (09 51) 96 555 - 0
Fax (09 51) 96 555 - 55
email: info@unicraft.de

www.unicraft.de

terms and conditions.

Products are sold by specialized trade.

The products remain our property until they are
completely paid.

If a product is sold to a third party our retention
of title remains.

In the commercial field, the legal conditions of
guarantee are valid.

Any copy or reprint of any kind, even in extracts,
require our written approval.

The contents of the Internet presence is
copyright and property of Unicraft.

Sales Austria

AIRCRAFT Kompressorenbau GmbH
Gewerbestrasse Ost 6 - A- 4921 Hohenzell
Phone: ++43 (0) 77 52 - 70 929-0

Fax : ++43 (0) 77 52 - 70 929-99

e-mail: info@aircraft.at

www.aircraft.at

© UNICRAFT Werkstatttechnik / Art.-Nr. 800 0603



